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PREFACE

This report is prepared under guidance contained in the
Recommended Guidelines for Safety Inspection of Dams, for
Phase I Investigations. Copies of these guidelines may be ob-
tained from the Office of Chief of Engineers, Washington, D. C.,
20314. The purpose of a Phase I Investigation is to identify ;
expedi tiously those dams which may pose hazards to human life
or property. The assessment of the general condition of the dam
is based upon available data and visual inspections. Detailed 5
investigations, and analyses involving topographic mapping, sub-
surface investigations, testing, and detailed computational eval-
uations are beyond the scope of a Phase I Investigation; however,
the investigation is intended to identify any need for such studies.

In reviewing this report, it should be realized that the
reported condition of the dam is based on observations of field
conditions at the time of inspection along with data available
to the inspection team. 1In cases where the reservoir was lowered
or drained prior to inspection, such action, while improving the i
stability and safety of the dam, removes the normal load on the ;
structure and may obscure certain conditions which might other-
wise be detectable if inspected under the normal operating environ-
ment of the structure.

It is important to note that the condition of a dam depends
on numerous and constantly changing internal and external con- i
ditions, and is evolutionary in nature. It would be incorrect
to assume that the present condition of the dam will continue to
represent the condition of the dam at some point in the future.
Only through frequent inspections can unsafe conditions be de-
tected and only through continued care and maintenance can these
conditions be prevented or corrected.

Phase I inspections are not intended to provide detailed
hydrologic and hydraulic analyses. In accordance with the
estahlished Guidelines, the Spillway Test flood is based on the
estimated "Probable Maximum Flood" for the region (greatest rea-
sonably possible storm runoff), or fractions thereof. Because
of the magnitude and rarity of such a storm event, a finding
that a spillway will not pass the test flood should not be in-
terpreted as necessarily posing a highly inadequate condition.
The test flood provides a measure of relative spillway capacity
and serves as an aid in determining the need for more detailed
hydrologic and hydraulic studies, considering the size of the
dam, its general condition and the downstream damage potential.
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PHASE I INSPECTION REPORT
NATIONAL DAM SAFETY PROGRAM

NAME OF DAM: Paterno Dam (N.Y. No. 101)
STATED LOCATED: New York
COUNTY LOCATED: Westchester
STREAM: None
BASIN: Long Island
DATE OF INSPECTION: 14 May 1981
ASSESSMENT

Phase I investigation of Paterno Dam did not indicate
conditions which constitute an immediate hazard to human life
or property. Based on engineering judgment and the performance
of the dam, the project appears to be in fair condition. The
project, however, does have inadequacies which if not remed.ied,
have the potential for developing into hazardous conditions.

Using the Corps of Engineers Screening Criteria for
review of spillway adeguacy, it has been determined that the
spillway is adequate for half (%) PMF and PMF. The spillway
is therefore judged to be adequate.

The seepage condition which exists at the toe, down-
stream of the dam and along the reservoir drain should be
investigated to determine the cause, the stability of the
structure under the seepage forces, and to provide remedial
measures if required. It is recommended that within 3 months
of notification to the owner, an in-depth engineering investi-
gation should be undertaken to determine their affect on the
safety of the structure. The investigation should include,
but not be limited to, borings in the embankment and founda-
tion to determine the material properties, locating cf springs
which exist in the area, installation of piezometers within
the embankment and downstream of the dam and stability and
seepage analyses. Within 18 months of the date of notification
to the owner, modifications to the structure deemad necessary
as a result of these studies, should have been completad. 1In
the interim , provide a system of weirs or other measuring de-
vices to measure quantities of flow.

In addition, the dam has other problem areas which if
left uncorrected, have the potential to develop into hazardous




conditions and must be corrected within one year. These areas
are:

1. The spillway reservoir drain should be made
operational. The drain outlet should be located,
and the area around the structure should be
regraded such that the outlet is exposed and
can be inspected and/or repaired.

2. Provide positive access to the intake structure
from the embankment. Extend the reservoir drain
gate stem so that it can be operated from the top
of the structure.

3. Heavy brush, shrubs and trees must be removed
from all locations on the embankment. Provide
a program of periodic cutting and mowing of the
embankment surfaces.

4, Provide additional riprap along the upstream
slope at locations where the existing riprap
is inadequate.

5. Repair the concrete surfaces of the spillway intake
structure.
6. Regrade the crest of the embankment, particularly

near the left abutment, to prevent future puddling.

7. Provide a program of periodic inspection and
maintenance of the dam and its appurtenances, in-
cluding yearly operation and lubrication of the
reservoir drain and its control facilities.
Document this information for future reference.
Develop an emergency action plan and periodically
update the plan during the life of the structure.

foaie

Eugene Olbrien, P.E.
New York No. 29823

L)

L__£6l., W.M. Smith, Or.
New York District- Engineer

Approved By:

13 AUG 198
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PHASE I INSPECTION REPORT
NATIONAL DAM SAFETY PROGRAM
PATERNO DAM
I.D. NO. N.Y. 101

D.E.C. NO. 232-961
LONG ISLAND BASIN
WESTCHESTER COUNTY, NEW YORK

SECTION 1 - PROJECT INFORMATION

1.1  GENERAL
a. Authority

The Phase I inspection reported herein was authorized
by the Department of the Army, New York District, Corps of En-
gineers Contract No. DACW 51-81-C-0008 in a letter dated
14 December 1980 in fulfillment of the requirements of the Na-
tional Dam Inspection Act, Public Law 91-367 dated 8 August 1972.

b. Purpose of Inspection

This inspection was conducted to evaluate the existing
condition of the dam, to identify deficiencies and hazardous con-
ditions, to determine if these deficiencies constitute hazards to
life and property and to recommend remedial measures where required.

1.2 DESCRIPTION OF THE PROJECT

a. Description of the Dam and Appurtenant Structures

Paterno Dam is an earth embankment approximately
400 feet long with an approximate maximum height of 25 feet.
The crest of the dam is grassed and is approximately 70 feet
wide. The downstream slope varies from 1V:1.5 to 2.0H (Vertical
to Horizontal). The upstream slope varies from 1V:2 to 2.5H
and is partially protected with riprap. The dam is dog-legged;
the break in the alignment occurs near the approximate center
of the dam.

A reinforced concrete intake structure is located
about 25 feet from the upstream crast edge at the approximate
maximum section of the dam. The structure has an opening at the
top, 6 ft x 5 ft, and acts as the principal spillway for the
project. A metal and wood trash rack is located at the top
of the structure. Discharge is controlled by a manually
operated center-rising screw which is housed in the intake
structure. The valve controls a vertical sliding gate located
at the base of the structure. Stoplog slots exist along the




outside surface of the structure thus enabling the pipe to
act as either a spillway discharge pipe or a reservoir drain.
An 18 inch diameter pipe is located at the base of the structure.

‘ b. Location

The dam is located on the property ot Mr. and Mrs.
James Robison, 12 Spruce kRoad, Armonk, New York at the Wind-
mill Farms Housing Community located immediately ott New York
Route 22. The dam is approximately 0.5 miles north ot the
Village of North Castle, Westchester Ccounty, New York.

C. Size Location

The dam is 25 teet high and the rveservolr has a
storage capacity ot 35 acre-teet.  The dam is classitied as
"small” in size.

d. Hazard Classitication

The dam 18 classiticd as high hasard due to the
large number ot homes located immediately downstream ot the dam.

e.  Ownership

The dam is owned and maintained by Mr, and Mrs,
Robison, 12 Spruce Road, Armonk, New York 10504, Telephone
No. (914) 273-8711,

l t. Purpose ot bDam

The impoundment provided by the dam is used tor
recreational purposes,

a. Destgn and Construction Histovy

, There are no avatlable desian or construction data
tor the project. According to Mrs. Robison, the dam was con-
structed priov to 1950 by the Civele Construction company,

a local contractor, for hr. Chas. Paterno, who previously
owned the land.

h. Normal Operating Procedure

. Water release trom the lake is through the out let
pipe at the base ot the intake structure. !t ois unknown as
to whether the pipe is operational.
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PERTINENT DATA

Drainage Area (acres)

Discharge at Damsite (cfs)

Maximum Known Flood
Drop Inlet

Elevation (USGS Datum)

Top of Embankment (Maximum Pool)
Top of Intake Spillway

Spillway Pipe Invert

Reservoir

Length of Maximum Pool (feet)
Surface Area (acres)

Storage (acre-feet)

Reservoir at Spillway Crest
Reservoir at Maximum Pool

Embankment

Type

Length (feet)
Upstream Slope (V:H)
Downstream Slope (V:H)
Height (feet)

Crest Width (feet)

Spillway Intake Structure

Type

Intake Dimension (ft x ft)
Height (feet)

Spillway Reservoir Drain

Type
Diameter (inch)
Control

10.1

Unknown
Unknown

627.5
625
Unknown

600
7.35

35
53.52

Earthfill

400
1:2 to 2.5
1:1.5 to 2.0
25
70 (average)

Reinforced con-
crete intake
with 18 inch
pipe located

at base

6 X 5

15 (approx.)

Unknown

18
Sliding Gate with
Center Rising Screw




SECTION 2 - ENGINEERING DATA

2.1  GEOLOGY

Paterno Dam is located in the New England Upland Section
of the New England Maritime Physiographic Province (Ref. 4).
The bedrock in this Section consists of metamorphic, igneous,
and sedimentary rocks which have undergone a complex sequence
of deposition, folding, faulting and erosion. The rock at the
damsite is Fordham Gneiss of Precambrian Age (Ref. 5); rock
islands were observed in the lake area.

2.2 SUBSURFACE INVESTIGATIONS

There are no subsurface investigation data available for
the project. The surface soils of this Section are of glacial
origin and are composed of sands, silts and gravels.

2.3 DAM AND APPURTENANT STRUCTURES

There are neither design records nor drawings showing the
plan and details of the dam available for the project. 1In
addition there are no previous inspection reports for the project.

2.4 CONSTRUCTION RECORDS

No information has been located in relation to the con-
struction of the dam and its appurtenances. According to
Mrs. Robison, the height of the embankment and intake struc-
ture were decreased in order that embankment material could be
made available for the construction of nearby Long Pond Dam.

2.5 OPERATIONS RECORDS

There are no operation records kept for the project.
According to Mrs. Robison, the spillway pipe has not been
operated for years; it is uncertain as to whether the pipe
is operational.

2.6 EVALUATION OF DATA

The information obtained from personal interviews and
a visual inspection is considered adequate for a Phase I
inspection and evaluation.




SECTION 3 - VISUAL INSPECTION

3.1 FINDINGS
a. General

A visual inspection of Paterno Dam was made on
14 May 1981. The weather was partly cloudy and the temperature
was 659 F. At the time of the inspection, the reservoir level
was approximately 2 feet below the crest of the intake structure.

b. Embankment

The overall condition of the dam is fair. The crest
of the dam is grassed and well-maintained. Some puddling occurs

at the crest near the left abutment. (See PHOTOGRAPH 2). A
small vegetable garden is located on the crest near the left
abutment.

The upstream slope of the dam contains vegetation
consisting of small brush to trees 12 inches in diameter (See
PHOTOGRAPH 4). Riprap exists along the upstream slope and is
in fair condition; there are some locations, however, where
the riprap is inadequate(See PHOTOGRAPH 3). The downstream
slope of the dam contains small brush to large diameter trees
24 inches in diameter (See PHOTOGRAPHS 4 & 5).

Extensive areas of dampness and puddling were
observed at the downstream toe and downstream of the dam.
(See PHOTOGRAPHS 9 & 10). It is reported that many springs
exist in the area, therefore, it is uncertain whether this
condition is due to seepage beneath the dam or discharge
from local springs. The downstream slope appears to be stable
with no evidence of sloughing or slope instability. No boils
due to excessive pressures were observed downstream of the
dam.

No emergency action plan exists for the project.

c. Spillway Intake Structure

The overall condition of the spillway intake struc-
ture is fair (See PHOTOGRAPH 6). The exterior reinforced con- f
crete surfaces are separating from the structure. The corners
at the top of the structure are also deteriorated (See PHOTO-

GRAPH 7). The concrete surfaces inside the structure are in |
relatively good condition, with no visible signs of structural ‘
distress. !

The metal mesh and wood frame trash rack located
at the top of the intake structure is in fair condition.
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d. Spillway Reservoir Drain

The reservoir drain inlet and sluice gate could not
be observed during this inspection due to the height of the
water level in the intake chamber. According to Mrs. Robison,
the drain has not been operated for some time. The gate stem
is located within the intake structure at its approximate
mid-height. Access to the structure is by boat.

e. Downstream Channel

The downstream channel for the spillway reservoir
drain could not be located due to the vegetation. A stone- ,
filled area downstream of the intake structure (about 70 ft i
from the downstream toe) had some discharge (See PHOTOGRAPH 8),
however, it is uncertain as to whether this is due to discharge i
from the drain local seepage, natural spring discharge, or
leakage around the reservoir drain pipe. i

f. Reservoir

The reservoir is bordered primarily by the property
of the Robison family, 12 Spruce Road, Armonk, New York.
According to Mrs. Robison, the reservoir is spring-fed. There
are no visible signs of sedimentation problems in the reservoir

area.
g. Abutments
Each of the abutment contacts appear to be in good
t condition. No seepage or erosional features were observed.

3.2 EVALUATION OF OBSERVATIONS

Significant conditions were observed which require
immediate investigation to determine the extent of corrective
action necessary to determine the safety of the structure. The
following is a summary of the problem areas encountered, in
order to importance, with the appropriate remedial action:

1. The wetness, puddling and seepage (or spring dis-
charge) at the toe of the dam and downstream of the toe
should be investigated immediately to determine the cause of
this conditon. Weirs or other measuring devices should be
constructed and flow should be recorded at bi-weekly inter-
vals to determine the extent of this condition.

2. The spillway reservoir drain should be made opera-
tional. The drain outlet should be located, and the area
around the structure should be regraded such that the outlet
is exposed and can be inspected and/or repaired.




————

3. Provide positive access to the intake structure
from the embankment. Extend the reservoir drain gate stem so
that it can be operated from the top of the structure.

4. Heavy brush, shrubs and trees must be removed from
all locations on the embankment. Provide a program of periodic
cutting and mowing of the embankment surfaces.

5. Provide additional riprap along the upstream slope
at locations where the existing riprap is inadequate.

6. Repair the concrete surfaces of the spillway intake
structure.
7. Regrade the crest of the embankment, particularly

near the left abutment, to prevent future puddling.

8. Provide a program of periodic inspection and
maintenance of the dam and its appurtenances, including yearly
operation and lubrication of the reservoir drain and its con-
trol facilities. Document this information for future reference.
Develop an emergency action plan and periodically update the
plan during the life of the structure.




SECTION 4 ~ OPERATIONS AND MAINTENANCE

4.1 PROCEDURES

It has been reported that the spillway reservoir drain
has not been operated for years. Since the outlet could not
be located, it is uncertain as to whether the gate is opened
or closed or to the hydraulic capability of the pipe. As
previously reported in Section 3, there is an area downstream
which may be the location of the reservoir drain outlet, and
since flow was observed in this area, it could indicate that
the drain is operational or that leakage exists around the
pipe. However, due to the presence of springs in the area,
this conclusion can not be made without a more detailed
investigation.

4.2 MAINTENANCE OF THE DAM

The Robison family employs full-time ground keepers which
care for the family property. Maintenance of the dam is per-
formed on a regular as needed basis.

4.3 WARNING SYSTEM IN EFFECT

No warning system is in effect or preparation.

4.4  EVALUATION

The overall maintenance of the dam is considered to be
inadequate, as mentioned in Section 3.
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SECTION 5 - HYDROLOGY/HYDRAULICS

5.1 DRAINAGE BASIN CHARACTERISTICS

Paterno Dam is located south of Windmill Lake in the
North Castle Township, Westchester County, New York. The
Hydrologic Unit Code Number is 01100006. The drainage basin
has an area of 10.1 acres, out of which 7.35 acres (73%) is
occupied by the pond. The basin is located at the top of a
hill without having any noticeable outflow channel. It is
circular in shape with the reservoir spillway beirg the only
outlet.

5.2 ANALYSIS CRITERIA

The analysis is based on the Probable Maximum Precipi-
tation (PMP). The all season 200 sq. miles 24 hours PMP for

this area is 22 inches according to the Weather Bureau Report.

Assuming no loss of rain in the basin, this PMP produced
18.52 acre-feet of runoff.

5.3 SPILLWAY CAPACITY

The reservoir has an outlet structure which consists of

6 ft x 5 ft and 15 ft deep concrete box with an 18-inch diameter

outflow pipe at the base of the structure. The pipe outlet
could not be observed during the visual inspection. For this
investigation, no flow was assumed through the pipe.

5.4 RESERVOIR CAPACITY

The surcharge storage due to the PMP is computed as
18.52 acre-feet which will raise the water surface level by
2.5 feet (assuming no outflow).

5.5 FLOODS OF RECORD

No record of floods or maximum lake elevations is
available.

5.6 OVERTOPPING POTENTIAL

The difference in elevation between the normal water

surface level (625 feet) and top of dam (627.5 feet) is 2.5 feet

and therefore, the dam will not be overtopped during the PMF
event.

5.7 EVALUATION

The dam is adequate for the Probable Maximum Flood (PMF).

"




SECTION 6 - STRUCTURAL STABILITY

6.1 EVALUATION OF STRUCTURAL STABILITY

a. Visual Observations

The earth embankment did not show any signs of
major distress. Seepage (or spring discharge) was observed,
however, at the downstream toe and downstream of the dam.
Although there was no cign of erosive action or high exit
gradients, a seepage condition, if left uncorrected, could
potentially affect the stability of the dam.

b. Design and Coastruction Data

N¢ design computations or construction data are
available for the project.

c. Operating Records

No operating records are kept for the project.

d. Post-Construction Changes

It has been reported that the embankment and in-
take structure were lowered, in order that the embankment
material could be used to construct Long Pond Dam.

e. Seismic Stability

In accordance with recommended Phase I guidelines,
the dam is located in Seismic Risk Zone No. 1. 1In accordance
with these guidelines, a stability is beyond the scope of
work.

10
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SECTION 7 ~ ASSESSMENT/RECOMMENDATION

7.1 ASSESSMENT

a. Safety

Examination of the available documents and the
visual inspection of Paterno Dam did not reveal any conditions
which constitute an immediate hazard to life or property.
However, the dam does have deficiencies and inadequacies, which
if left uncorrected, have the potential for developing into
hazardous conditions.

Using the Corps of Engineers Screening Criteria for
review of spillway adequacy, it has been determined that the
dam would not be overtopped for the half (%) PMF and PMF,

The intake structure is therefore judged to be adequate.

Seepage (or spring discharge) was observed at the
downstream toe and downstream of the dam. Although there were
no signs of erosive action or high exit gradients, a seepage
condition, if left uncorrected, could potentially affect the
stability of the dam.

b. Adequacy of Information

The information obtained from the visual inspection,
interviews and hydrologic/hydraulic studies was considered
adequate for a Phase I evaluation.

c. Need for Additional Investigations

Since either seepage or spring discharge is occurring
at the downstream toe and downstream of the dam, an in-depth
engineering investigation should be undertaken to determine its
affect on the safety of the structure., At the same time, the
leakage condition which may exist along the reservoir drain
should be investigated. The above investigations should include,
but not be limited to, borings in the embankment and foundation
to determine material properties, locating of springs which exist
in the area, installation of piezometers within the embankment
and downstream of the dam and stability and seepage analyses.
Remedial measures, if required, should be proposed to prevent
these conditions from developing into hazardous conditions.

d. Urgency

The additional required investigation described above
must be initiated within 3 months from the date of notification.
Within 18 months of notification, remedial measures as a result

11




R ::j=IIl..l.--........-.....--.-..-----.‘

of this investigation must be initiated, with completion of
these measures within the following year. 1In the interim,
develop a system as described below for monitoring this con-
dition. The other deficiencies as reported below must be
corrected within one year of notification.

7.2 RECOMMENDED MEASURES

L. The results of the aforementioned seepage investi-
gation at the downstream toe, downstream of the dam, and along

the reservoir drain will determine the required remedial
measures.

2. Monitor at bi-weekly intervals with the aid of
weirs and/or other measuring devices, the quantity and quality
of seepage which is occurring downstream of the dam.

3. The spillway reservoir drain should be made opera-
tional. The drain outlet should be located, and the area
around the structure should be regraded such that the outlet
is exposed and can be inspected and/or repaired.

4, Provide positive access to the intake structure from
the embankment. Extend the reservoir gate stem so that it can
be operated from the top of the structure.

5. Heavy brush, shrubs and trees must be removed from
all locations on the embankment. Provide a program of periodic
cutting and mowing of the embankment surfaces.

6. Provide additional riprap along the upstream slope
at locations where the existing riprap is inadeqguate.

7. Repair the concrete surfaces of the spillway intake
structure.

8. Regrade the crest of the embankment, particularly

near the left abutment, to prevent future puddling.

9. Provide a program of periodic inspection and main-
tenance of the dam and its appurtenances, including yearly
operation and lubrication of the reservoir drain and its con-
trol facilities. Document this information for future reference.
Develop an emergency action plan and periodically update the
plan during the life of the structure.

12
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d.

VISUAL INSPIL.CVEON CHECKILIST

.| Basic Data

General

Name of Dam Pa.'/er}wo Darm_
Fed. 1.0. # M. Y, 101 DEC Dam No. _232- 96/

River Basin Nonc.

Location: Town Armonk County WesFHchester

St;‘eam Name /\/onc_

- Tributary of. j\/mc.

Latitude (N) _4/° 0F / 30// Longitude (W) /3 040, 9 r
Type of Dam Earth

Hazard Category '4/14.
U

Date(s) of Inspection /< MA,V 198/

o
Vieather Conditions S4nny  690°F

Reservoir Level at Time of Irnspection 2.5 Fcet below intake crest

Inspection Personnel Mr. /-/af't/%j Feldman and Mr Albert
O/ Bernardo

Persons Contacted (Includin;g Address &. f’hone No.)
Ms. Robison
/2 Sgrucc Hill Road
Armonk, New York 10504
G1t) 273~ 831/

History: .

Date Constructed (Zn Known Date(s) Recor structed Unknown

Designer ”ﬂ'kn own

. SV
" Constructed By Circle Construction Company
[ 4

J )
owner Mr ¢ Mrs Robrison 12 Spruce Hill Road - Armonk New York
. . o - ! N/




: « -
i' Embankment
| a. Characteristics ) .
(1) Lmbankment Material £ar?h according 7o Ms Rebison and her '

v

N . fa . . .

?round: Keeper the dam 13 Constructed oéc):ui. Visua/ nspection
indicates rhaf the dam (§ Constructed of “r‘"’dﬁ & H.

(2) Cutoff Type Aene !

n
' .

(3) Impervious Core TAe dam 18 constructed of gray elay or sandy
v 7 [ 7

Silt as reporfed above There 1s no evidence that _a core 2pne

exists within the embaabment '
(¥) Internal Drainage System None |

(5) Miscellaneous None.

b. Crest . ' 4 |

(1) Vertical Alignment The oam s slightly depressel at certain locatson:
Ry / A

Alona the centerline o0F the erest. Fuddling resulh
l 7 o

(2) Horizontal Alighment 7hc horizonta) alignmen? appears dood.. 7e
. d T J
l dam 13 J%}'/CMCL At i+ approvimate centen ‘
wi/ L

(3) Surface Cracks _Aonc oé:em/eé

(4) Miscellaneous The erest oFf the embankment 1S Arastcd and
v

well- mm'n'fmheé

c. Upstream Siope . '
(1) Slope (Estimate) (V:H) _// 270 2.§ measured

(2) Undesirable Growth or Debris, Animal Burrows Some veq efaf;oa cons/‘xfwzj
L4

_gf small brush *to Trees d}oprox:)naqu 12 1nchey 1n diameter

(3) Sloughing, Subsidence or Depressions None oéxfrkea( howe ve r

onlu 7he upper four feet of the wpsream Slope _eould

be qalxerru( At the time of +his _inspeetion




(4) Slope Protection _¢'ensis?s o7 stenc riprag. Portions oF He i

(5) Surface Cracks or Movement at Toe Mone observed

d. Downstream Slopc

Q)
)

3)

. (W)

(5)

(6)

&)

(8)

J — , ,
H{parse/} ,profecv‘rd -t ce~tasn loeatrons,

J/Opt reauvire addiFonal J'/onC‘ nhc:. +he S/opg u
K4 T

Slope (Estimate - V:H) /V . /.S 70 2.0 H

Undesirable Growth or Debris, Animal Burrows Sma// brusch +o /arqe.
U

diameter Frees exrst _afona dowpstream slope
[

v

Sloughing, Subsidence or Depressions Mpge observed Veeetation
. [74

remamnd Verticad at observed [locat10as indicatng no
) v
movements

Surface Cracks or Movement at Toe MNMene observerd

Seepage Seepase (puddhne wed -libc areas _andfo- :pnq'q\,B
L7 “r_ 07 + ~7 ' z—'
were obhseryed at the emé™ +oe id/.a of the emb” at

+the pr/'ax’;/ru'/e, mu(/'mum Jtcflbn o-f ‘/‘Ag Sem
A4

External Drainage System (Ditches, Trenches; Blanket) Nene._ ﬁ

Condition Around Outlet Structure 74e ouflec? Structure (A'é"//“’“&
¢ 14
resServorr J/‘dl;'\ counld not be /0(4 tfed

Seepage Beyond Toe Flow ways observed at +h e believed -Fo-be loca?

of the _ouf/cfy'bitg,. T+ 15 uncertam as o whether thic 13 a
Spring, diScharse #hru +4e ou?‘/z?‘(orﬂr/un,() or SZCfoQ_

e. Abutménts CmbankmeYt Contact

The abatments are formed indo the satura | around tucface
[/

which 13 believed 4o be of earth




-

(1) Erosion at Contact /’/”"¢ orieriea 1

(2) Seepage Along Contact Nene. g_ésr//ea?_

Drainace System

a. Description of System None

- b. Condition of System Ab? /ql,l;p//c::é/e,

¢. Discharge from Drainage System Ab7 ﬁlgrp//Co 4le

Instrumentation (Momumentation/Surveys, Observation Wells, Weirs,
Piezometers, Etc.)

Mone.




S) Rcservoir

' a. Slopes 7The resesvorr 1s bounded %{ He dan o Hhe South and cast

' and WLA highway €mb AT by the north, Mo rqfu oF sastability

d
b. Sedimentation ﬂg lcse vorr /S {pr”; fed TAcr( are np visible.

<iqanNs_o f sedimentatson

J . . .
c. Unusual Conditions Which Affect Dam The /oc'.a7[/0/) 47“ +he SPrinay sn He
U

‘ Qrea is _uncerta/n _and nq%; affect the safety of e dam
[/

') Area Downstrcam of Dam

a. Downstream Hazard (No. of Homes, llighways, etc.) A+ /Jeast 10 Aomey

are dfs  aswell as Some loca/ roa dwauy |
~—

b. Seepage, Unusual Growth See ZCc{>

i c. Evidence of Movement Beyond Toe of Dam None obrerved

d. Condition of Downstream Channel There s1s really no Je/}r;g.L

{ downstream channe/

7) Spillwav(s) (Including Discharce Conveyance Channel)

rectangu e
' The gp/'//uMq consists _of a Cc'omﬂe-;‘c_ inTake stroacture and

a reservo.~ dra.

a. General The intale structurc is Constructrof on concrete Z#s

‘ Qpem;m C//m(n:/aru are & 'rJ‘/' He apen/nq £ profeu‘caz by & metad
. L/

[/4
and wood Trash rack, The <{r4m A5 a/’(/«fhl 13 a .://dug ga?‘c stem

foented within the chaméber 5'7"0,0 Jog Slets a/.sf 4/om1 onc side

. of 1he structura
b. Condition of Sewvice Spillway 7The overall condittdn 1§ 745// ThHe

exterior re. nforrn:L concrefe Sarﬂ(u are Npéfd?lm? From
fhe structure, The eorners ot the fop of the :fmu‘urc are
e deteriorated The eopcrete snffuq reide Phe strue e
e mn fdaf//c/u 9004 eond ) ﬁnk with no yisitle :lgn.r o

dmcﬁ«&d :*re.rs 7Ae fra:K /‘ac(’ at e f‘np of ﬂc e oea
/5 1a foireonditren,

_—— ) E ] — ms——

!

h—i—-&—-——..r




«
¢. Condition of Auxiliary Spillway A/ﬂﬁ.’.
d. Condition of Discharge Conveyance Channel 2Nore
Reservoir Drain/Qutlet
Type: Pipe / Conduit Other
Material: Concrete Metal Other Unkrs-ir
"
Size: /7 Length UnFnsurn
Invert Elevations: Entrance Urn Known Exit Uakanen

Physical Condition (Describe):

Material: Naf' @0// eat 3

Unobservable

A

NA

Joints:

Alignment M.A

Structural Integrity:

//ﬂknh«lﬂ

Hydraulic Capability: L7 15 bnknwen 4310 weetivr e

drawn 15 operotional

Means of Control: Gate

Operation: Opcrable

Present Condition (Describe):

v

Valve Uncontrolled

Inoperable

Other Unénesin

Precin ManTaianed aste Sten
A C




Structural .

a. Concrecte Surfaces A/ofA]QIp/:'caé/c

Structural Cracking Ne# App/ica Lle
. M

Movement - Horizontal & Vertical Alignment (Settlement)

/\/07‘ /le’p//ca ble

Junctions with Abutments or Embankments Not ADD/I'Caé/L
. , 77

Drains - Foundation, Joint, Face Not Applicadle

Water Passages, Conduits, Sluices Ao7 Applicable
7

Seepage or Leakage /VO?LQ%,O/I-(A[/C_(




-————-—-————-——-————-——-——-——-——-———————:—,

Joints - Construction, ctc. Not ﬂvgp//caé/c,

Foundation No? /);;p//'u‘é;/c.
L4

Abutments A7 /}’p,p lieak le_

Control Gates Nﬂfﬁlea/r'ﬂké/c_

Approach & Outlet Channels A/M“A;po//'caé/c__
' /

Energy Dissipators (Plunge Pool, etc.) /\/ofﬂ/w//'Caé/c’_

n. Intake Structures No7 Aﬂp//c‘yé/(’
L ]

o. Stability A7 /}P;a//‘oa//c,

p. Miscellaneous )Vo;“ rQ';;o//'Ca//L




10) Appurtenant Structures (Powerhouse,Lock,Gatehouse,Other)
a. Description and Condition
See previous descr otions , where appficatte
7 . 4 +~
. :
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1)
2)

3)

4)

5)

1)
2)
3)
4)
3)
6)

)

8)

AREA-CAPACITY DATA:

CHECK LIST FOR DAMS
HYDROLOGIC Al'D HYDRAULIC
ENGINEERING DATA

Elevation Surface Area Storage Capacity
(ft.) (acres) (acre-ft.)
Top of Dam 627,85 7.35 §3.52
Design High Water
(Max. Design Pool) Vnkno«)n Vnkndwn" I/nknoun
Auxiliary Spillway : )
Crest A/"q. M'q. NA
Pool Level with
Flashboards Iv 4 A/. ﬁ . /V,A
Service Spillway ' ;
Crest 625 7235 IY (assumed.
-
DISCHARGES
Volume
(cfs)
Average Daily Unknswa
Spillway @ Maximum High Water Unknown
Spillway @ Design High Water Un¥novn
Spillway @ Auxiliary Spillway Crest Elevation N. A.
Low Level Outlet Qﬂ(no..m
Total (of all facilities) @ Maximum High Water l/n(nouq
Maximum Known Flood Unkqu

At Time of Inspection

‘L., &ndwn




ELEVATION: G2 2 S5~

CREST: o
Type: fa r f’k
Width: 70’@0&( I-PA) Length: <F00 /

J .
spitlover Concretfe intake structuse

Location ‘LpJ fream J/o,f_
7 ¥

SPILLWAY: -
SERVICE AUXILIARY
ézr' Elevation NA',
Concrefe Thtare -(ﬁfum Type N A,
6ixs! Width N, A.
Tybe of Control
Concrd(e InteFe Stru ¢ fure Uncontrol led N A

with RPesenp,~ Dram at . s
Base controtica b? o ;/,H,,JControl ed:
Type N4

Gate N A,
G (Flashboards; gate). .

Number

Size/Length

Invert Material

Anticipated Length
of operating service

N. '4. Chute Length ” '4

N.A’ Height Between Spillway Crest M ﬁ
& Approach Channel Invert
(Weir Flow)




.
- ] A av—

Type : /\/0/) c

Location: N A

Records:

Date - /!LA

Max. _Reading - N A’

FLOOD WATER CONTROL SYSTEM:

Warning System: Naone m ef/?6+ '/‘p/_ephfa 71 0~
. [ 4 L4

Method of Controlled Releases (mechanisms):

f//k(r;Lq QAZL /‘cqu/afaﬁ I"C((/W/./' //‘41;._

‘At bate Ua] aancfc?fe, in 12kt Srulune

S .—-—_——-_-—ﬁ

1




oRAINAGE AREA:- [0 [ Aderes

DRAINAGE BASIN RUNOFF CHARACTERISTICS:

Land Use - Type: TAere knp dramare batrs a0/, arntald
‘ E0ntribhutes v (afec [ere/ mc/eZe. 7 elesa i

Terrain - Relief:

Surface - Soil: Glacial 07i4,n
[/}

Runoff Potential (existing or planned extensive alte: .ons to existing
(surface or subsurface conditions) '

7716 lale 1S J‘ﬂ/‘/’l? Fed as /‘c,oa/v(d éq_ Mrx.
Rek,s e 4_1"7"{.'. 1Lme. Na )“AN m:peq‘rm

Potential Sedimentation problem areas (natural or man-made; present or future)

None.

Potential Backwater problem areas for levels at maximum storage capacity
including surcharge storage:

Nona ¢

Dikes - Floodwalls (overflow & non-overflow ) - Low reaches along the
Reservoir perimeter:

"Location: Aonc

Elevation: A/o n€

Reservoir:

Length @ Maximum Pool ém)((&t Qtites)
Length of Shorejine (@ Spillway grest) 1@4«;{' Qettes)
| v
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